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Abstract

Recently, data-driven approaches – motivated by modern machine learning techniques – have been proposed
for optical communications in place of traditional model-based counterparts. In particular, the application of
neural networks (NN) allows improving the performance of complex modern fiber-optic systems without relying
on any a priori knowledge of their specific parameters. In this deliverable report, we consider a novel design
of complex-valued NN for optical systems and describe its performance in standard single mode fiber (SSMF)
and large effective-area fiber (LEAF) links operating in relatively high nonlinear regime. First, we present a
methodology to design a new type of NN based on the assumption that the channel model is more accurate in
the nonlinear regime. Second, we implement a Bayesian optimizer to jointly adapt the size of the NN and its
number of input taps depending on the different fiber properties and total length. Finally, the proposed NN is
numerically and experimentally validated showing an improvement of 1.7 dB in the linear regime, 2.04 dB at the
optimal optical power and 2.61 at the max available power on Q-factor when transmitting a WDM 30×200G
DP-16QAM signal over a 612 km SSMF legacy link. The respective software is made publickly available, and
the respective links are given.
Index: Nonlinearity Mitigation, Signal Processing, Neural Networks.
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1 Introduction

Machine learning (ML) techniques and neural network-based algorithms have been recently proposed as a
promising tool to address various challenges in optical communications. The NNs have demonstrated their
potential to mitigate nonlinear transmission impairments in optical communication links [3–5]. The knowledge
of physical effects, and underlying mathematical models, can be used to build the respective NN’s architecture for
specific transmission systems to improve their performance. Importantly, those techniques showed performance
comparable to that achieved by using conventional methods such as digital back-propagation (DBP) [6]. On the
other hand, some works proposed NN to mitigate the fiber nonlinearity, taking advantage of the large amount
of symbols passing through the line that can be used as a training data source. For the regression task, it is
possible to include the delay taps into the NN architecture to account for the channel memory that reflects
interaction with the neighboring received symbols [7, 8]. For the classification task, the ML-based techniques
have been applied to determine the decision boundaries in QAM modulation formats [8–10].
In this deliverable we describe a new design of a complex-valued artificial NN at the receiver (RX) side, to
efficiently compensate system’s impairments. Our strategy was numerically tested with transmission over 6×80
km and 12×80 km of standard single mode fiber (SSMF) and large effective area fiber (LEAF) links. The selected
fiber types are among the most commonly deployed fibers in legacy optical networks [11]. Our numerical analysis
considers a dual polarization (DP) single channel. We selected 64 quadrature amplitude modulation (QAM)
format for the proof-of-principle analysis at a symbol rate of 32 GBd and roll-off = 0.06 for pulse shaping
realized with a root-raised-cosine (RRC) filter. Here we report a Q-factor improvement, after 6×80 km, of ∼0.4
dB for SSMF and ∼2.1 dB for LEAF. In case of 12×80 km, the gain in Q-factor is ∼0.4 dB for SSMF and
∼1.25 dB for LEAF.
The performance assessment of the proposed algorithm has been carried out against conventional electronic
dispersion compensation and phase/amplitude normalization of the received signal. In addition, when compared
to the NN proposed in [2, 7, 12] – with 2 dense layers and 192 neurons – an improvement of ∼0.4 dB (SSMF)
and ∼1.7 dB (LEAF) after 6 spans; and ∼0.4 dB (SSMF) and ∼1 dB (LEAF) after 12 spans, was obtained.
Finally, we experimentally validated the proposed technique by applying it to a 30×200G wavelength division
multiplexing (WDM) system, with each channel employing DP-16QAM signal, transmitted over a 612 km of
SSMF legacy link [13, 14]. In this scenario, the Q-factor improvement of 1.7 dB in the linear regime, 2.04 dB
at the optimal optical power and 2.61 dB at the max available power are demonstrated compared to the use of
electronic dispersion compensation combined with phase/amplitude normalization.
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2 Neural Network Design

2.1 The Channel Model

The averaged evolution of the slowly varying complex-valued envelopes of the electric field in an optical fiber is
described by the pass-averaged Manakov equation [15]:

∂uH/V (t, z)
∂z

+ jβ2

2
∂2uH/V (t, z)

∂t2
= j

8γ̃
9
[
|uH(t, z)|2 + |uV (t, z)|2

]
uH/V (t, z), (2.1)

where uH/V (t, z) are the normalized optical fields of horizontal (H) and vertical (V ) polarization, respectively,
β2 is the group velocity dispersion, γ̃ = γe−αz is the effective averaged nonlinearity coefficient, that includes the
effective length scale Leff = (1− e−αL)/α emerging due to averaging over periodic loss and gain, γ is the fiber
nonlinear coefficient, L is the span length and α is the fiber loss coefficient. In case β2 = 0, one can show that
the analytical solution of Eq. (2.1), at the end of the transmission link, can be expressed for H-polarization in
terms of the transmitted xHk

and received yHk
soft symbols as [16]:

xHk
= yHk

e−8j/9γLeffNs[|yHk
|2+|yVk

|2], (2.2)

where Ns is the number of spans.

We suggest the application of Eq. (2.2) to recover digitally the transmitted symbols xk out of the received
signal when the chromatic dispersion (CD) was already compensated for. For the Manakov equation (Eq. (2.1)),
perturbative methods describing the field evolution in the highly nonlinear regime [17–20] have been developed
under some limiting assumptions. Conversely, we suggest adding trainable general nonlinearity functions to
the memory-less solution provided by Eq. (2.2): additions Θ1,Θ2 to the exponential power, responsible for
phase distortion, and additions Ξ1,Ξ2, responsible for amplitude distortion. The additional degrees of freedom,
introduced by these functions, will let the equalizer learn the features of the system behavior, which are not
covered by the original Eq. (2.2). Particularly, we introduce the following model for the dual-polarization case:

x′Hk
= c1YHk

e[−c2|YHk
|2−c3|YVk

|2 +Θ1] + Ξ1, (2.3)

x′Vk
= c4YVk

e[−c5|YHk
|2−c6|YVk

|2 +Θ2] + Ξ2, (2.4)

where x′Vk/Hk
is the k-th recovered symbol in each polarization, Y(V/H)k

is the vector containing the sequence
of received symbols [y(V/H)k−N

, ..., y(V/H)k
, ..., y(V/H)k+N

], 2N + 1, is the size of the memory in the model, ck
with k = 1, ..., 5 are complex vectors of size 2N + 1 each, and Θ1/2(YHk

, YVk
) and Ξ1/2(YHk

, YVk
) are the two

adaptive nonlinear functions mentioned above, which depend on the vectors YHk
and YVk

. We would like to
stress that this model is used for the design of the NN, and not for solving the propagation equations.

The point-wise multiplication of the sequence of received symbols Y(V/H)k
and the weight coefficients ck define

the memory introduced into the nonlinear distortion Eq. (2.2) by CD and transceiver impairments. Furthermore,
nonlinear functions Θ1/2 and Ξ1/2 reflect the residual nonlinear distortion introduced by the optical fiber and
the transmitter components. In other words, the proposed NN is designed to compensate at the receiver the
deterministic intra-channel nonlinear distortion originating in both optical fiber and transceiver equipment.

The model hyper-parameters depend on the total fiber length and on the relationship between β2 and γ.
Consequently, during the numerical study, we considered links based on two different types of optical fibers:
large effective area fiber (LEAF) and standard single-mode fiber (SSMF). The considered link lengths of 6×80km
(480 km) and 12×80km (960 km). The characteristics of the SSMF and LEAF are reported in Table 2.1.

To describe the scope of the proposed ML algorithm, it is important to show qualitatively where strong nonlinear
regime starts in both fibers. The definition of the different regimes can be carried out by taking into account
the relationship between chromatic dispersion (LD) and Kerr nonlinearity (LNLI) effective lengths, described

REAL-NET Consortium 2019-2023 Deliverable D2.3 2



2. Neural Network Design 2.2. Neural Network Description

Table 2.1: Considered fiber parameters.
Fiber α [dB/km] β2 [ps/(nm km)] γ [1/W km]
SSMF 0.21 16.8 1.14
LEAF 0.225 4.2 1.3

as [16]:

LD = T 2
0
|β2|

, LNLI = 1
γP

, (2.5)

where T0 is the pulse length and P is the launch optical power.

Figure 2.1: The principal scheme of the Bayesian optimizer [1] used to find hyper-parameters of NNs
approximating nonlinear functions Θ and Ξ, Eqs. (2.3–2.4). The detailed explanation of the schematic is given

in the main text.

2.2 Neural Network Description

We propose to build the NN topology based on the loose signal evolution model Eqs. (2.3), (2.4). Contrary
to the conventional real-valued NN architectures [21], in our design we implement complex-valued weights,
activation functions, and input symbols as suggested in [22, 23] to reflect the complex-valued laws describing
the signal propagation. The proposed NN topology is schematically depicted in Fig. 2.2.
The NN depicted in Fig. 2.2 predicts the k-th symbol transmitted in V polarization xVk

. The proposed NN
can obtain the transmitted symbols from the Horizontal (H) polarization xVk

by swapping V, yVk
, and H, yHk

,
polarization symbol sequences at the NN input. The architecture of the suggested NN is described by the
following equations: each of the equations defines the exits of the neurons a), b), c), d) and e), as referred to in
Fig. 2.2 (the corresponding exit labels are also marked in the figure with the sub-index “a”, “b”, etc.):

Neuron a,out = −

∣∣∣∣∣
k+N∑
i=k−N

yViai

∣∣∣∣∣
2

, (2.6)
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2. Neural Network Design 2.2. Neural Network Description

Figure 2.2: The architecture of the proposed neural network.
Figure 2.3:

Receiver setup in
the simulator.

Neuron b,out = ln
(

k+N∑
i=k−N

yVibi

)
, (2.7)

Neuron c,out = −

∣∣∣∣∣
k+N∑
i=k−N

yHici

∣∣∣∣∣
2

, (2.8)

Neuron d,out = exp
(

Neuron a,outd1 + Neuron b,out + Neuron c,outd2 +
n3−1∑
i=0

Θidi+3

)
, (2.9)

Neuron e,out = Neuron d,out +
n6−1∑
i=0

Ξiei+1. (2.10)

Eqs. (2.6)–(2.10) can be combined in a single pipeline connecting NN output x′Vk
to its inputs yVi

, yHi
. This

form is convenient to show the similarities between the NN architecture and Eq. (2.4) (the similar expression
can be written down for another polarization component):

x′Vk
=
(

k+N∑
i=k−N

yVi
bi

)
exp

−d1

∣∣∣∣∣
k+N∑
i=k−N

yVi
ai

∣∣∣∣∣
2

− d2

∣∣∣∣∣
k+N∑
i=k−N

yHi
ci

∣∣∣∣∣
2

+
n3−1∑
i=0

Θidi+3

+
n6−1∑
i=0

Ξiei+1. (2.11)

Here ai, bi, ci, di and ei are complex tensor weights constituting the parameters of the NN. After a random
initialization, these weights are learned from propagated data by means of stochastic gradient descent optimiza-
tion performed by Adam optimizer [24]. The optimizer minimizes the mean-squared error (MSE) loss function
L, describing the difference between the predicted symbols x′i and the actually transmitted (”desired”) ones xi:

L = 1
M

M−1∑
i=0
|x′i − xi|2, (2.12)

where M is the batch size.

We used custom activation functions −|x|2, ln(x) and ex, to reflect in the architecture our estimation of the
distortion form, given by Eqs. (2.3) (2.4). Furthermore, Θ and Ξ, as mentioned before, are the analytically
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2. Neural Network Design 2.3. Hyper-parameters optimization

unknown nonlinear functions taking into account the deviation of the considered link from the ideal zero-
dispersion case provided by Eq. (2.2); these functions are modelled via the NNs. Particularly, a three layer
perceptron was used for each function, given the fact that the multi-layer perceptron is a universal function
approximator [21].
The NN that learns Θ has n1 neurons in the first layer, n2 neurons in the second, and n3 neurons in the third
one. In the same way, the NN that learns Ξ has n4 neurons in the first layer, n5 neurons in the second one, and,
finally, n6 neurons in the third one. For both NNs, all neurons have complex-valued activation function f(x)

f(x = xr + jxi) = e2xr − 1
e2xr + 1 + j

e2xi − 1
e2xi + 1 . (2.13)

2.3 Hyper-parameters optimization

Since the functions approximated by Θ and Ξ may have different nonlinearity type and memory size at different
power levels depending on the leading propagation effect: the Kerr nonlinearity or the CD (Fig. ??), a Bayesian
optimization algorithm [1] was implemented to derive the optima values for the hyper-parameters of Θ and Ξ
NNs for each studied communication system: the number of input taps N ; neuron numbers ni in each layer of
each NN.
Fig. 2.1 illustrates the hyper-parameters optimization process. During the optimization, we consider a signal
optical launch power 3 dB higher than the CDC optimal level for every test-case in order to have a stronger
response of the system performance to the hyper-parameters values. The learning rate and the batch size are
fixed to 0.001 and 1000, respectively. In the beginning, the number of input taps N and the numbers of neurons
in all layers n1–n6 are initialized as 20 and 100, respectively. The optimization cycle starts with training the
NN via backpropagation with a fixed set of hyper-parameters for 5000 epochs, i.e. full passes through the whole
dataset, over the training dataset containing 218 restored symbols. After each training epoch, we calculate
the BER obtained by the whole NN (Fig. 2.3) on the independently generated testing dataset containing 216

symbols. The best BER obtained during the training is recorded. After training, the best BER is fed as the
optimization target to the Bayesian optimizer [1]. The optimizer assumes that the conditional distribution
of BERs – given the particular values of hyper-parameters – is a Gaussian process. Having received the new
measured BER value, the optimizer updates the process model and generates a new set of hyper-parameters to
be tested. Having carried out 20 Bayesian optimizer cycles, we selected the set of hyper-parameters with the
lowest BER.
Fig. 2.4 shows an example of the benefits provided by the Bayesian optimizer method. This figure displays
the optimization for the case of transmission of a DP-64QAM single channel over LEAF (6×80km) at a launch
power of 3 dBm (that will be discussed in detail in the next section). As can be seen, this method reached the
best set of hyper-parameters – and thus best Q-factor – on the 8th optimization cycle. The best configurations
obtained for each considered scenario in this paper, are shown in Table 2.2.
Noticeable, the optimizer suggested several sets with similar performance levels. Among these, one could select
the set with the best balance between the performance and numerical complexity. However, in this study, we
decided to maximize optical performance and, hence, always chose the best performing point. Seeking the
optimal balance between optical performance gain and cost is left beyond the scope of this work. Besides fine-
tuning the Bayesian optimization, other advanced ML techniques such as pruning [25] and efficient scaling [26]
can be used to achieve lower computational complexity levels without reducing the NN performance.
To eliminate some possible dataset periodicity, which could cause overfitting and overestimation [27], the training
dataset objects were randomly shuffled at the beginning of every epoch. The numerically generated training
and testing datasets were measured to achieve a normalized cross correlation below 0.6%, to ensure their
independence. The code developed to obtain the results depicted in this paper is provided online on the
platforms Github and Zenodo [28,29].

REAL-NET Consortium 2019-2023 Deliverable D2.3 5



2. Neural Network Design 2.3. Hyper-parameters optimization
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Figure 2.4: Example of the iterative optimization for the Bayesian method in the case of DP-64 QAM single
channel LEAF (6×80km) at 3 dBm.

Table 2.2: Hyper-parameters of neural networks
approximating Θ and Ξ functions from Eq. 2.11

learned by means of Bayesian optimization.

Scenario N (taps) n1 n2 n3
n4 n5 n6

LEAF (Numerical – 6×80km) 11 54 46 40
4 38 50

LEAF (Numerical – 12×80km) 18 62 34 56
55 18 40

SSMF (Numerical – 6×80km) 20 51 54 53
19 22 56

SSMF (Numerical – 12×80km) 26 54 47 50
41 38 61

SSMF (Trial data – 8×76+4km) 20 90 53 88
56 60 64

REAL-NET Consortium 2019-2023 Deliverable D2.3 6



3 ML-Based Nonlinear Equalizer

3.1 Numerical setup

The system setup considered in the numerical study is illustrated in Fig. 3.1. First, a random bit stream is
generated for each polarization. Afterwards, Gray coded 32 GBd 64QAM symbols are mapped from the bit
sequences. The resulting signals are upsampled with a sampling rate equal to four times the symbol rate and
shaped using an RRC with roll-off = 0.06. Finally, a polarization beam combiner (PBC) is used to combine
both polarizations to the single-channel dual-polarized signal which is then fed into the optical fiber.

Figure 3.1: The system setup of the transmission loop considered in our numerical simulations.

To simulate the (forward) propagation of the signal in the fiber, we used a symmetrized split-step Fourier
method [16] solving the ordinary Manakov equation [30]. We considered 6×80 km and 12×80 km systems
consisting of LEAF or SSMF. The considered fiber parameters are given in Table 2.1. At the end of each span,
the fiber losses are fully compensated by a lumped Erbium-doped fiber amplifier (EDFA). Additive White
Gaussian Noise (AWGN) representing the amplified spontaneous emission (ASE) noise is also added. The
EDFA noise figure is NF = 4.5 dB. At the receiver side, both H and V polarizations are first separated using
a polarization beam splitter (PBS) and then fed to a digital coherent receiver where the signal passes through
a matched filter and is downsampled to the symbol rate. The resulting signal is processed offline using the
DSP outlined in Fig. 2.3 to recover the transmitted symbols. Since we considered no transceiver impairments
in numerical simulations, the receiver DSP consisted of: an ideal CDC compensator followed by a single-tap
adaptive filter performing amplitude and phase normalization of the received symbol stream to the desired one
(CDC + Norm), and, finally, the tested nonlinearity mitigation algorithm.

Table 3.1: Summary of all results obtained by CDC + Norm, NN 2×192 neurons [2], DBP and the proposed
NN. The optimal launch power, in dBm, and the peak Q-factor, in dB, are indicated for all considered

testcases.
Fiber Q / Best P [CDC + Norm] Q / Best P [NN in [2]] Q / Best P [Proposed] Q / Best P [DBP-2 StPS] Q / Best P [DBP-3 StPS]

LEAF 6×80km 8.94 dB / 0 dBm 9.37 dB / 1 dBm 11.16 dB / 3 dBm 10.4 dB / 2 dBm 12.3 dB / 4 dBm
LEAF 12×80km 6.09 dB / 0 dBm 6.28 dB / 0 dBm 7.34 dB / 2 dBm 6.52 dB / 0 dBm 8.31 dB / 3 dBm
SSMF 6×80km 10.83 dB / 0 dBm 10.81 dB / 0 dBm 11.19 dB / 2 dBm 11.50 dB / 2 dBm 13.7 dB/ 4 dBm
SSMF 12×80km 7.91 dB / 0 dBm 7.98 dB / 0 dBm 8.29 dB / 1 dBm 7.66 dB/ 0 dBm 9.68 dB / 3 dBm

SSMF (Trial data) 6.81 dB / 3 dBm 7.58 dB / 3 dBm 8.85 dB / 4 dBm - -

REAL-NET Consortium 2019-2023 Deliverable D2.3 7



3. ML-Based Nonlinear Equalizer 3.2. Numerical Results

Figure 3.2: Signal equalization performance of the proposed NN, benchmarked against digital
backpropagation (DBP) and the reference neural network (2×192) [2] for various numerically studied

fiber-optic links. In all testcases DP-64QAM 32 GBd single-channel optical signal was considered.

3.2 Numerical Results

The proposed NN was benchmarked against the classic digital backpropagation (DBP) [31] with 2 samples/sym-
bol and 2 and 3 steps per span (StPS), along with the NN-based equalizer proposed in [2]. This reference NN
was implemented exactly as stated in [2]: it had two layers with 192 neurons and processed the same number of
input taps as our proposed NN did. The sequences of symbols from both polarizations were simultaneously fed
as input to the reference NN from Ref. [2]. In this case, however, real and imaginary parts are fed as different
parts of the input vector [32], since this is a real-value neural network. All the algorithms used in this paper
are static algorithms. As the performance metric, we used the Q-factor expressed through BER as follows:

Q = 20 log10

[√
2 erfc−1(2BER)

]
, (3.1)

where erfc−1 is the inverse complementary error function. All main results of this subsection are summarized
on Table 3.1.
Fig. 3.2 shows the comparison of Q-factors obtained by employing the considered algorithms for nonlinearity
mitigation in the numerically studied testcases. For LEAF, Fig. 3.2 (a) illustrates the 6×80 km case and
Fig. 3.2 (b) the 12×80 km case. In the first case, the proposed NN improved the Q-factor by up to ∼2.1 dB
when compared with CDC + Norm and up to ∼1.7 dB when compared with the reference NN from Ref. [2],

REAL-NET Consortium 2019-2023 Deliverable D2.3 8



3. ML-Based Nonlinear Equalizer 3.2. Numerical Results

at their respective optimal optical launch powers. The proposed NN also outperforms the DBP with 2 StPS
performance by 0.7 dB. Evidently, it is expected that the DBP with higher complexity (with more steps or
sampling points) outperforms our NN. Indeed, the DBP with 3 StPS offers a better performance. For the
second scenario, a similar improvement trend was observed, see Fig. 3.2 (b). At the optimal launch powers,
the proposed NN increased the Q-factor by up to ∼1.25 dB when compared to the CDC + Norm and by ∼1
dB when compared with the reference NN from [2]. Also, the proposed NN outperforms the DBP 2 StPS
performance by 0.8 dB.
For the SSMF system, Fig. 3.2 (c) shows the result for a 6×80 km case, where we have observed an improvement
of the Q-factor of up to ∼0.4 dB when using the proposed NN with respect to both the CDC + Norm and the
reference NN in [2]. In the 12×80 km case, Fig. 3.2 (d), the proposed NN led to the Q-factor improvement of
up to ∼0.4 dB with respect to both the CDC + Norm and the NN from [2]. In this case, the DBP with 2 StPS
was not able to outperform the simple CDC compensator followed by a single-tap adaptive filter performing
the amplitude and phase normalization. As predicted, using a fiber with 4 times higher chromatic dispersion
(β2) impacts the performance of the proposed NN, since the proposed NN shows better performance when the
nonlinearity produces the dominant contribution, as it is expected due to the chosen structure.
In all the numerically considered testcases, the optimal launch power for the proposed NN was higher than for
CDC + Norm and the reference NN in [2]. This shows that the performance gains of the proposed NN are
obtained by improving nonlinearity mitigation.

REAL-NET Consortium 2019-2023 Deliverable D2.3 9



4 Conclusions

In conclusion, we presented a novel design of a complex-valued neural network for the signal equalisation on
the receiver side. This approach is based on the assumption of Kerr nonlinearity being the leading distortion.
We investigated the performance of the suggested neural network in several fiber systems where we compared
it with the multi-layer neural network proposed in [2] and standard digital back-propagation. We implemented
Bayesian optimizer to fine-tune the parameters of the proposed architecture, i.e. its hyper-parameters, to every
considered testcase. In our study, the focus was on the metro networks for which we considered both standard
single mode fiber and large effective-area fiber base.
The code developed to obtain the results depicted in this paper is provided publicly online on Github and
Zenodo [28,29].
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equalization for optical short reach communication,” Applied Sciences, vol. 9, no. 21, p. 4675, 2019.

REAL-NET Consortium 2019-2023 Deliverable D2.3 12

http://dx.doi.org/10.3390/e22060607
https://doi.org/10.5281/zenodo.4065404
https://github.com/pedrofreiree/Complex-NN-based-on-NLSE
https://github.com/pedrofreiree/Complex-NN-based-on-NLSE

	1 Introduction
	2 Neural Network Design
	2.1 The Channel Model
	2.2 Neural Network Description
	2.3 Hyper-parameters optimization

	3 ML-Based Nonlinear Equalizer
	3.1 Numerical setup
	3.2 Numerical Results

	4 Conclusions

